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Architecture and Interior Design
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Addendum

No. THREE Date: 8/20/08

ADDITIONS AND RENOVATIONS TO

DALRAIDA ELEMENTARY SCHOOL

FOR |

THE MONTGOMERY COUNTY BOARD OF EDUCATION
MONTGOMERY, ALABAMA

Project No. 07-138

A3.1 GENERAL

A

The following changes and/or substitutions to the plans and
specifications are hereby made a part of same and are incorporated in full
force as part of the contract.

Bidders shall acknowledge receipt of this Addendum in writing on his
Proposal Form.

A3.2 SPECIFICATIONS

A.

The following manufactures are hereby approved subject to the Plans and
Specifications:

Section 14240, Hydraulic Elevators:
Mowrey Elevator

Section 10100, Markable Boards and Tack Boards:
Newline Products, Inc.
American Visual Display Products, Inc.

- Best-Rite Manufacturing — School Speciality ABC

Refer to Section 08300, Sever Weather (Tornado) Door System, Page
08300-1:

Delete reference to the wording “Community Shelter”.
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E.

F.

Refer to Section 08100, Steel Doors and Frames:

Clarification: Steel doors and frames shail be galvanized steel material,

gauge’s as specified.

Refer to Section 09651, Rubber Floor Tile:

Add the following:

Stair Riser/Tread shall be equal to Roppe 1 piece Riser/Tread
combination # 96, Vantage Raised Circular Design.

See attached Section 07410, Metal Wall Panels, herein.

See attached Section 11485, Wall Pads, herein.

A3.3 DRAWINGS

A.

Refer to Sheet AD-1.1;

See attached Supplemental Drawing SD # 1/AD-1.1, for areas of existing.
Quarry tile to be removed, and existing boiler to be removed.

Refer to Sheet AD-1.1 and AD-1.2;

See attached Supplemental Drawings SD # 2/AD-1.1/AD-1.2, for
clarification of demolition at existing ceilings.

Refer to Sheet AD-1.2;

See attached Supplemental Drawing SD# 3/AD-1.2, for areas of existing
Quarry Tile to be removed.

Refer to Sheet A-1.1 and A-1.2;

See attached Supplemental Drawings SD # 4/A-1.1, SD # 5/A-1.1,

SD # 6/A-1.1, SD # 7/A-1.1, SD # 8/A-1,2, SD # 9/A-1.2, SD # 10/A-1.2,
SD # 11/A-1.2 and SD # 12/A-1.2, for extent of the existing Quarry Tile to
remain adjacent to the new VCT finish. For change of ornamental fence to
vinyl coated chain link fencing (North & West side of building). For change
of ornamental fence to galvanized chain link fence (South side of
building).



E. Refer to Sheet A-1.4;

See attached Supplemental Drawing SD # 13/A-1.4 for change to Kitchen
Plan knee wall.

F. Refer to Sheet A-2.1 and A-2.2;

See attached Supplemental Drawings SD # 14/A-2.1, SD # 15/A-2.1,

SD # 16/A-2.1, SD # 17/A-2.1, SD # 18/A-2.1, SD # 19/A-2.2,

SD # 20/A-2.2, SD # 21/A-2.2, SD # 22/A-2.2, SD # 23/A-2.2, for revision
to ceiling heights. 8-4” at Classrooms and Corridors, 7°-0” at exterior wall
gypsum board furr downs.

G. Refer to Sheet A-5.1;

See attached Supplemental Drawings SD # 24/A-5.1, SD # 25/A-5.l,
SD # 26/A-5.1, SD # 27/A-5.1, for revision to height and frame for
mechanical room doors and for indication of “Tornado” doors, and for
clarification of finish on aluminum doors.

H. Refer to Sheet A-5.2;

See attached Supplemental Drawings SD # 28/A-5.2, SD # 29/A-5.2,

SD # 30/A-5.2, SD # 31/A-5.2, for change in certain rooms from Wood
Base to Rubber Base. Revision in lay-in ceiling height at classrooms and
corridors and other rooms, and for clarification of finishes in Room 150,
237A and 222 at the new addition.

I Refer to Sheet A-5.3;
See attached Supplemental Drawings SD # 32/A-5.3, SD # 33/A-5.3,
SD # 34/A-5.3, SD # 35/A-5.3, SD #36, A-5.3, for clarification of frame
types, window types and addition of head and jamb and sill details.

J. Refer to Sheet A-7.1;

See attached Supplemental Drawings SD # 37/A-7.1, SD # 38/A-7.1,

SD # 39/A-7.1, SD # 40/A-7.1 and SD # 41/A-7.1, for clarification of
ceiling height at gypsum board furr downs and lay-in ceilings at renovated
building and for change of wood sills to synthetic sills at windows.

END OF ADDENDUM THREE



SECTION 07410 - METAL WALL PANELS

PART 1 - GENERAL

RELATED DOCUMENTS:

Drawings and general provisions of Contract, including General and Supplementary
Conditions and Division-1 Specification sections, apply to work of this section.

DESCRIPTION OF WORK:

Extent of each type of preformed siding is indicated on the drawings and by provisions
of this section. Preformed siding is hereby defined to include panels which are
structurally capable of spanning between supports spaced as indicated.

Types of panels required include the following:

Formed wall panels

QUALITY ASSURANCE:

Performance Test Standards: Provide preformed panel systems which have been
pretested and certified by manufacturer to provide specified resistance to air and water
infiltration and structural deflection and failure when installed as indicated and when
tested in accordance with AAMA 501, "Methods of Test for Metal Curtain Walls".

Field Measurements: Where possible, prior to fabrication of prefabricated panels, take
field measurements of structure or substrates to receive panel system. Allow for
trimming panel units where final dimensions cannot be established prior to fabrication.

SUBMITTALS:

Product Data: Submit manufacturer's product specifications, standard details, certified
product test results, installation instructions and general recommendations, as
applicable to materials and finishes for each component and for total system of
preformed panels.

Samples: Submit 2 samples 12" square, of each exposed finish material.
Shop Drawings: Submit small-scale layouts of panels, and large-scale details of edge

conditions, joints, corners, custom profiles, supports, anchorages, trim, flashings,
closures, and special details. Distinguish between factory an field assembly work.
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PART 2 - PRODUCTS

‘Manufacturer: The following manufacturers' products have been used to establish
minimum standard for materials, workmanship and function:

American Building Architectural 11l Wall Panel (APIII)
Ceco - MAP (Architectural Panel)

Equal products of other manufacturers may be used in the work, provided such
products have been approved by the Architect, not less than five (5) days prior to
scheduled bid opening.

METAL FINISHES:

General: Apply coating either before or after forming and fabricating panels, as required
by coating process and as required for maximum coating performance capability.
Protect coating promptly after application and cure, by application of strippable film or
removabie adhesive cover, and retain until installation has been completed.

Fluoropolymer Coating at Trim and Siding: Full-strength 70% "Kynar 500" coating
baked-on for 15 minutes at 450 degree F in a dry film thickness of 1.0 mil, 30%
reflective gloss (ASTM D 523), over min. 0.2 mil baked-on modified epoxy primer.

Durability: Provide coating which has been field tested under normal range of
weathering conditions for minimum of 20 years without significant peel, blister, flake,
chip, crack or check in finish, and without chalking in excess of 8 (ASTM D 659), and
without fading in excess of 5 NBS units.

Finish: Panels shall be color to match existing School Board Office Building.

MISCELLANEOUS MATERIALS:

Internal Panel Framing: Manufacturer's standard.

Fasteners: Manufacturer's standard noncorrosive types, with exterior heads gasketed.

Accessories: Except as indicated as work of another specification section, provide
components required for a complete siding system, including trim, fascias, gravel stops,
mullions, sills, corner units, ridge closures, clips, seam covers, battens, fiashings,
gutters, louvers, sealants, gaskets, fillers, closure strips and similar items. Match
materials/finishes of preformed panels.

Bituminous Coating: Cold-applied asphalt mastic, SSPC paint 12, compounded for 15
mil dry film thickness per coat.
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WALL PANEL FABRICATION

General: Fabricate and finish panels and accessories at the factory to greatest extent
possible, by manufacturer's standard procedures and processes, and as required to
fulfill indicated performance requirements which have been demonstrated by factory
testing. Comply with indicated profiles and dimensional requirements, and with
structural requirements.

Metal Gages: Thicknesses required for structural performances, but not less than
manufacturer's recommended minimums for profiles and applications indicated, and not
less than 24 gage.

Required Performances: Fabricate panels and other components of wall system for the
following installed performances.

Water Penetration: No significant, uncontrolled leakage at 4 Ibs. per sq. ft. pressure
with spray test.

Air Infiltration: 0.02 cfm per sq. ft. for gross roof/wall areas, with 4 Ibs. per sq. ft.
differential pressure.

Sound Transmission: STC rating of 28.

Sound Absorption, Interior Surfaces: Coefficient of 0.75.

Apply bituminous coating or other permanent separation materials on concealed panel
surfaces where panels would otherwise be in direct contact with substrate materials
which are noncompatible or could result in corrosion or deterioration of either material
or finishes.

Fabricate panel joints with captive gaskets or separator strips, which provide a tight seal
and prevent metal-to-metal contact in a manner which will minimize noise from
movements within panel system.

Condensation: Fabricate panels for control of condensation, including vapor inclusion of
seals and provisions for breathing, venting, weeping and draining.

PART 3 - EXECUTION

INSTALLATION:

General: Comply with panel fabricator's and material manufacturer's instructions and
recommendations for installation, as applicable to project conditions and supporting

substrates. Anchor panels and other components of the work securely in place, with

provisions for thermal/structural movement.
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Install panels with concealed fasteners.

Installation Tolerances: Shim and align panel units within installed tolerance of 1/4" in
20'-0" on level/plumb/siope and location/line as indicated, and within 1/8" offset of
adjoining faces and of alignment of matching profiles.

Joint Sealers: Install gaskets, joint fillers and sealants where indicated and where
required for weatherproof performance of panel systems. Provide types of gaskets and
sealants/fillers indicated or, if not otherwise indicated, types recommended by panel
manufacturer.

Refer to other sections of these specifications for product and installation requirements
applicable to indicated joint sealers.

Joint Sealers: Refer to other sections of these specifications for post-installation
requirements on joint sealers; not work of this section.

CLEANING AND PROTECTION:

Damaged Units: Replace panels and other components of the work which have been
damaged or have deteriorated beyond successful repair by means of finish touch-up or
similar minor repair procedures.

Cleaning: Remove temporary protective coverings and strippable films (if any) as each
panel is installed. Upon completion of panel installation, clean finished surfaces as

recommended by panel manufacturer, and maintain in a clean condition during
- construction.

END OF SECTION 07410
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SECTION 11485 - WALL PADS

PART 1 - GENERAL

SCOPE

Provide wall pads, where called for on the drawings, complete with all hanging
devices and accessories.

SUBMITTALS

Shop Drawings: Submit shop drawings as per requirements. Drawings shall
show schedules showing location and sizes on panels, and complete details.

Samples: Submit two corner samples, 12” x 12”, which show materials as
proposed for sure on this project and hanging devices.

PART 2 - MATERIALS

MANUFACTURERS: Subject to requirements specified herein furnish products
by one of the following:

Draper, Inc.

Institutional Products Incorporated
Porter Equipment Company
Jaypro, Inc.

Aalco Manufacturing

Substitutions will be considered subject to requirements of this specification. |

WALL PADS AND TAPERED COLUMN PADS

Location of pads shall be as indicated on drawings.

Size: As indicated on drawing attached at the end of this section.
Type: Fabric covered foam wall protection pads;
A. Panel Size: As indicated on drawings.

B. 'Cushioninq Material: 2 inches thick polyurethane filler with 6
pounds density.
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C. Backer: 7/16 inch waferboard. Pads that wrap around columns or
are curved shall be provided without solid backer.

E. Cover: Solid vinyl coated polyester fabric with embossed pattern:

Weight: 14 ounces per SY.

Breaking Strength: 235 PSI.

Tear Resistance: 65 pounds.

Resistant to rot, mildew, and ultraviolet light.
Flammability: Rated self extinguishing in accordance with
California State Fire Code F-230.

o@D~

6. Color: Selected by Architect from manufacturer's standard
range.
F. - Construction: Cushioning material adhered to backer and panel

fully wrapped with fabric which is stapled to backer such that
backer is not exposed on front or sides.

H. Provide Z clips at top & bottom for wall mounting panels. Z clips
allow for removal of wall pads when not in use.

PART 3 - EXECUTION

Installation: Shall be in strict accordance with manufacturer's printed instruction
and approved shop drawings.

END OF SECTION 11485
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